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CENTRAGCU K240,
User Manual

Note: Please read throughly the manual before using
and keep it in a safe place for the future reference.
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Part one: general information

1.0 Foreword

The CENTRA CUK-2402 adopts the 2.4G spectrum technology with the functions of automatic code pairing, ID assignment and high
capability of anti-amming. It also has the function of wireless copy so that you do not need wire connection to transfer model data. 4 hotkeys

can be set to get fast access to the desired screen. it has modes for aircraft/gliders and helicopters which should meet the requirements
for most models.
You must enter the Function Menu to select the correct model before making other settings. (See 7.2.2 Model selection.)

1.1 Important Statements
(1) This transmitter is suitable for experienced radio controlled modellers beyond 14 years of age or with adult supervision.

(2) All model flying should be on an approved area or you should seek the permission of the land owner.
(3) We are not responsible for any safety caused by operation, usage or control as soon as the transmitter is sold to the end user.
(4) We consign our distributors to offer technical support and after sales service. Please contact the local distributors for problem solutions

caused by usage, operation, maintenance, etc.

1.2 Satety Needing Attention
(1) Operate far away from obstacles and people.

RC Models have an uncertain flight path with potential risks involved, please keep your RC model far away from people, high buildings,
high tension power lines etc. Avoid flying in the rain, storms, thunder and lightening.

(2) Keep away from high humidity environments.
RC models should be kept away from humidity and vapor because it is composed of complicated precise electronic elements and
mechanic parts which can be damaged by moisture.
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(3) Proper operation

Please only use CENTRA original spare parts to upgrade, modify or maintain your radio equipment in order to assure its safety. Please
operate your model within the range of functions permitted. It is forbidden to use out of the safety laws or regulations.

(4) Safety operation

Please fly your model according to your body status and flight skills. Fatigue, listlessness and miss-operation will increase the possibilities
of accidental hazard.

(5) Away from heat source

The inside of the transmitter is composed of many precise electronic components and mechanical parts. Keep it far away from heat

sources and sunshine to avoid distortion, or even damage caused by high temperature.

(6) Correct Charging Method
It is prohibited to charge the battery by the CHG jack when using a non-rechargeable batterypack.

1.3 Attention before flight

(1) Ensure the battery packs of both transmitter and receiver are fully charged (saturated).
(2) Ensure both the throttle stick and the throttle trim of your transmitter stay at the lowest positions before operation.

(3) Please strictly obey the order of turn-on and turn-off before operation. When starting your flight, turn on your transmitter first, then connect
the battery to the model. When turning off the model, disconnect the battery first, then turn off the transmitter. An upset in the order of
connection may cause your model to lose control. Please cultivate a correct habit of turn-on and turn-off.

(4) Ensure the directions and actions of the servos are correct when executing commands of the transmitter. Using broken servos will result
in unforeseen dangers.
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2. 0 Features

2.1 Transmitter CENTRA CUK-2402

1. The CENTRA CUK-2402 adopts 2.4G frequency-hopping spread spectrum technolog y and features automatic code
pairing and ID assignment.

2. LCD display is simple to understand and easy to set.

3. The transmitter appearance is ergonomically designed and its large LCD display has white backlight with easy-to-
read graphics.

4. That the length and tension of the control sticks can be adjusted and it is convenient to switch among four types of
stick control modes.

3. 0 Specifications

3.1 Transmitter Specification:

Encoder--- - m e e oo oo o 4-channel micro computer system
Frequency = -=--= === -m oo e e 2.4G spread spectrum
OUtPUE POWET = = = = = = = = o s m o e e o e e e e e e e <10Mw
CUMeNt Drain - - e e o e e e e e e e e <120mA

Power Source - - - - === -- - oc oo 1.2V x 8NiCad(9.6V600mAh) or 1.5V x 8 AA dry batteries
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Antenna >
Hook
Throttle Trim
\‘ / Elevator Trim
Throttle/Rudder stick > < Elevator/Aileron stick
< Power Switch
Rudder Trim > < Aileron Trim
UP / DOWN Function Left/Right Function

EXT Function J L

ENT Function
Large LCD Screen




4.1 Back
Charging Jack: Input Voltage: 12V; Current: 50-100mA

It’s only fit for the rechargeable batteries. The charging function is prohibited when using the non-rechargeable batteries.

Analog signals output jack/ training jack (DSC): for simulator flight practice via computer (You need a software and its dongle which are available
in hobby stores), and for training.

Carrying Handle

Fixing Scew

Battery Cover

Trainer Jack (Notused) ——————————————»

Charging Jack
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4.2 Wiring Diagram:
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4.3 CENTRA CUK-2402 Input Key Function 5.1 Control Stick Tension Adjustment
Remove the 6 screws in the back cover of CENTRA CUK-2402, and
EXT: Resetting key. Press EXT to exit the main menu. remove the transmitter back cover (Be careful not to break the wires).
Then use a Phillips screwdriver to adjust each screw on the throttle
ENT: Confirmation key. Press ENT to access the system or arresting spring for the desired tension (Note: CW rotate to tighten the
the function mode. stick and CCW rotate to loosen).
‘UP: Moves the cursor up to the next Function selection. F— $::;gInSﬁCk4@
‘DN: Moves the cursor down to the next Function selection. Adjustment Screw

+R: Moves the cursor right to increase the setting value.

L-: Moves the cursor left to decrease the setting value.

50 CO“tI’Ol Stick Length Right Throttle Stick Left Throttle Stick

Adjustment

Prol the stick length: CCW rotate the sitck head until th 5.2 Neck Strap Usage
rolong the stick length: rotate the sitck head until the
. . The neck strap can be hooked on the face of the CENTRA CUK-2402
length hope, and then CCW tighten the stick sl ; " .
engih you hope, and then ‘ghien the stick sieeve transmitter. The Hook located at the center helps to get optimal balance

Shorten the stick length: CW rotate the stick sleeve until the of the transmitter.

length you hope, and then CW tighten the stick head.

Stick sleeve

Stick head
<+———— Neck Strap Eyelet
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